
MONOFACIAL
SOLAR PV MODULE
540-555 Wp

FEATURES

Enhanced Power Generation During its Life Cycle

Better Generation at Higher Temperature

Excellent Module Performance

Excellent Performance 

Under Partial Shading Conditions

Faster Return on Investment (ROI)

Tier 1 BOM Meeting 

Highest Quality Standards

Salt Mist Resistant (Severity 6), 

Ammonia & PID Resistant 

Extreme Environmental 

Conditions

TRANSFORMING 
THE POWER OF SUN

Approvals and Certificates:

Fully Automatic Production Line 

100% in line Hi-Pot testing 100% EL Testing

BIS CERTIFIED
R-93005959

IEC CERTIFIED

UL CERTIFIED

ALMM

14001:20159001:2015 45001:2018 R-93005959

DEWA
Approved



MONOFACIAL SOLAR 
PV MODULES
540-555Wp

TEMPERATURE RATINGS

PERMISSIBLE OPERATING CONDITIONS

JAKSON ENGINEERS LIMITED

WARRANTY AND CERTIFICATIONS
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Linear Performance Warranty 

100%

90%

80%

5 10 15 20 25

Year 25: 82.4%

98%
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ADDITIONAL LINEAR WARRANTY

Jakson

Industry Standard

Year 1: 98%

12

Years

ELECTRICAL DATA - STC* & NOCT**
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PACKAGING CONFIGURATION 

MECHANICAL DATA

Module dimensions: ± 2mm

Dimension of PV Module
Unit: mm
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8-(14x9mm)
Oblong 

Mounting Slots

2-(Ø5mm)
Grounding Holes

2-(Ø10mm)
Grounding Marks

16-(6x3.5mm)
Drainage Holes

- +

4-(10x7mm)
Oblong Slots

Vehicle Type
Module per Pallet
Module per Vehicle
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