
TRANSFORMING 
THE POWER OF SUN

FEATURES

Lower LID & Per Year Degradation

Better Rear Power Gain -

Improved Temperature Coefficients as 

compared to conventional P-Type module 

Half Cut Cell Design

Lower LCOE & Faster ROI 

Meeting Highest Quality Standards 

Excellent Performance Under Low Light 

Manufactured in Fully Automatic Production Line

Up To 25% with Transparent 

Backsheet Module, 

Excellent Module Performance 

Approvals and Certificates*:

14001:2015 45001:20189001:2015

NEXT GEN  BIFACIAL
SOLAR PV MODULE 
575-590 Wp

NEXT GEN TOPCON BIFACIAL
SOLAR PV MODULE
575-590 Wp
TRANSPARENT BACKSHEET

BIS CERTIFIED

IEC CERTIFIED

IEC 61215, IEC 61730 (I & II), IEC 61853, IEC 62804, IEC 60068, 
IEC 62716, IS 14286 (BIS), 
ISO 9001 :2015, 14001 : 2015, 45001 :2018 certified
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JAKSON ENGINEERS LIMITED

TEMPERATURE RATINGS

PERMISSIBLE OPERATING CONDITIONS

WARRANTY AND CERTIFICATIONS

MECHANICAL DATA

Linear Performance Warranty 

Years

100%

90%

80%

5 10 15 25

Year 25: 89.4%

99%

1
0

ADDITIONAL LINEAR WARRANTY

Jakson

Industry Standard

Year 1: 99%

12 20

ELECTRICAL DATA - STC* & NOCT**

±

BI-FACIAL OUTPUT - REARSIDE POWER GAIN*

PACKAGING CONFIGURATION 

Dimension of PV Module
Unit: mm / in
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8-(14x9mm)
Oblong

Mounting Slots

2-(Ø10mm) 
Grounding

Marks

2-(Ø5mm)
Grounding

Holes

1090 / 42.91
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16-(6x3.5mm)
Drainage

Holes

1133 / 44.60

4-(10x7mm)
Oblong Slots

Module Dimensions: ± 2mm

TOPCon SOLAR PV MODULES
WITH TRANSPARENT BACKSHEET 
575-590Wp
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Vehicle Type
Module per Pallet
Module per Vehicle
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