TRANSFORMING JAKSON

THE PQWER OF SUN SOLAR

g

/ MONORCIAL
N - SOLAR PV MODULE
-\Helia 535-555 Wp

% HV LQ\& OIDRLHQF\

0%% 7HFKIQRO +DOI & XW g MonoPerc Module*

1RQ "MAMJXHFWHYO &XWWLQJ 1'&

FEATURES
IRZ [," '"HDBGDWLRQ XVHEKBERE 7

Enhanced Power Generation During its Lif e Cycle

ﬂ& ,PSRIHGHPSBWK B RHI FLHQWYV

Better Generation at Higher Temperature

@/, 5HGMEBE 5HMLYWRNZLWK 6% B®&RB O
- Excellent Module Performance

+DOI &XW &H O @ellenVRet@Qrmaaxe

g'/}/ Under Partial Shading Conditions
&

UL CERTIFIED ‘l.)

o
/IRZHU&R( NHOL]HG SRHEW ULFLW\
Faster Return on Investment (ROI)
? 0D QR FWAXGU L Qy Ruitomatic Production Line ‘1""!‘\
&

100% in line Hi-Pot testing 100% EL dsting D W
WJIHV P 6WUQRHNUWLD QG )HWOL@ F

0DQRFVWGUXVHQIE HG Tier 1 BOM Meeting APProvals and Certificates :

K(;
K]

© (& (i Lo (& (&
#% | Highest Quality Standards (& (& (& 6 %.6
8/ ,62
.%. & HU W IR H Galt NResistant (Severity 6), FHUWL HG $6BHG
“5°| Ammonia & PID Resistant =
I@p ISO
& | Y%HMUWNOLDELOLW éné@@&irbbmextal DEWA
“”7 | Conditions A




N MONOFACIAL SOLAR

PV MODULES

-

-Helia

ELECTRICAL DATA - STC ‘

Model Unit JH-535M | JH-540M | JH-545M | JH-550M | JH-555M
Capacity Rating Wp Pmax | 535 540 545 550 555
Max. Power Voltage in V Vmp 41.47 41.64 41.8 41.93 42.05
Max. Power Current in A Imp 12.90 12.97 13.04 13.12 13.2
Open Circuit Voltage in V Voc 49.45 49.60 49.75 49.90 50.00
Short Circuit Current in A Isc 13.79 13.86 13.92 13.98 14.05
Module Efficiency % 20.73 20.92 21.12 21.31 21.50
Power Tolerance Wp -0/+4.99

STC: lrradiance 1000 W/m?, cell temperature 25°C, Air Mass AM 1.5 according to EN 60904-3. Average efficiency
reduction of 4.5 % at 200 W/m’according to EN 60904-1. Measurement uncertainty 3%

MECHANICAL DATA ‘

Dimensions (L x W x H) MM: 2278 x 1133 x 35 | IN: 89.68 x 44.60 x 1.37

Weight 28 kgs | 61.73 lbs
Junction Box Split JB, IP 68 with 3 bypass diodes
Cable Solar Cable 4.0 mm2/0.006 in? 400 mm/ 15.75in

(Higher cable option available on request)

Front Glass 3.2mm/0.126 in, High Transmission, AR coated tempered glass

Solar Cells Mono PERC Crystalline - M10 DCR (144 pcs Half Cut)
Cell Encapsulation EVA - Ethylene Vinyl Acetate

Backsheet Composite Film

Frame Anodized Aluminium Alloy

Mechanical Load Strength 5400 Pa (Snow Load], 2400 Pa (Wind Load)

TEMPERATURE RATINGS

Nominal Operating Cell Temperature (NOCT) 45°C (£2°C)
Temperature Coefficient of Voc -0.27%/°C
Temperature Coefficient of Isc 0.045%/°C
Temperature Coefficient of Pmax -0.35%/°C

PERMISSIBLE OPERATING CONDITIONS ‘

Temperature Range -40°C to +85°C
1500V DC
25A

Maximum System Voltage

Max. Series Fuse Rating

Normalized Isc, Voc, Pmax (%)

WARRANTY AND CERTIFICATIONS
Product Warranty

10 years Product Warranty

Performance Guarantee 25 year Linear Performance Warranty

PACKAGING CONFIGURATION

Vehicle Type 32FT 4OFT
Module per Pallet 28 28
Module per Vehicle 504 616

* Module Manufactured using Domestic (Make in India) Cells as per MNRE guidelines.
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Linear Performance Warranty
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Industry Standard

Year 25: 82.4%

JAKSON ENGINEERS LIMITED

A-43, Phase-Il Extn., Hosiery Complex, Noida-201305, U.P., India

Tel.: +91-120-4302600, 4526100 | Toll Free No. : 1800 103 2600

E-mail: customer.support@jakson.com ; solar-bu@jakson.com | www.jakson.com

Product specifications are subject to change without notice
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